


- Animal Fats - Hydraulic Fluid
- Carbon - Ink
- Cutting Fluid - Lubricants
. - Dirt & Grime - Metal Working Fluids
U et - Extruding Oil - Oil
CLEANER /| DEGREASER - Fuel - Smoke
CONCENTRATE - Grease - Vegetable & Plant Oils
—
. Surfaces |
- Acrylic - Gold
- Aluminum - Iron
- Aluminum Alloys - Magnesium Alloys
- Brass - Neoprene, Viton
- Bronze - Painted Surfaces
- Buna - Plastics
- Carbon Composites - Rubber
- Carbon Steel - Silver
- Chrome - Stainless Steel
- Copper - Stone, Brick, Masonry
- Concrete - Tin
Most Equipment Except Spray, Cabinet, Inline or - Fiberglass - Titanium
Pass Thru Units - See Application/Dilution Below - Glass ~Vinyl
Application Dilution Temperature
Parts Washers 2:1to 4:1 105-110°F
Brake Washers 2:1to 4:1 Ambientto 110° F
Soak / Dip Tanks 2:1 1o 6:1 100 - 180° F
Ultrasonic Units 8:1to 10:1 110 - 150° F
Hand Wipe Applications Full Strength to 5:1 Ambient to 100° F
Pressure Washers / Steam Guns 10:1 & Higher Ambient & Higher
Vibratory Cleaners 5:1to 10:1 Ambient to 140° F

Cleaning Benefits
- Contains No Acids, Alkalis, or Other Known Hazardous Ingredients
- Tested Non-Toxic to EPA and OSHA Standards
- Non-Flammable, Non-Combustible, Non-Fuming, Non-Caustic and Non-Corrosive
-VOC is 75 g/L, and 25 g/L at a 2:1 Dilution for Air Quality Guidelines
- Mild pH, Biodegradable and No Total Toxic Organics for Wastewater Guidelines
- Contains no Volatile Organic Hazard Air Pollutants, Ozone Depleting or Global Warming Compounds
- OEM, Aerospace, NSF & Other Approvals - Ask Your Mirachem Representative for Details
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